DATET I ML s ¢ TIMEE$S | $PRF$ $DGN¢ " COUNTY PROJECT NUMBER SHEET NO. TOTAL SHEETS
SUSER® SEPENTABLE®S COWETA CSBRG-0006-00(957 ) gl 97
MONITORING GENERAL NOTES:
Representative sampling may be utilized on this project. The characteristics of the individual
watersheds along the project corridor have been carefully evaluated and compared on the
basis of drainage characterlstics,watershed size,land disturbance and earth work. After
evaluation of these items as presented in the projects dralnage area maps, tydrology and hydraulic
studles, construction plans and erosion sedimentation and pollution control plans,it has been
determined that the increase in turbidily at the specified locations will be representative of the
Increase in turbidity for all waters leaving the site. Approved primary and alternate representative
monitoring sites are identified In the fable:
= Sampling Worm Appendix | Allowable
o | Primary Type or Colg | BNTU | ATU
S |or Location Name of Recelving Applicable construction (Outfall or Drainage | Disturbed afer value Increase { ocation
S Alfernate|  (Sfa. and Side) water stage for monltoring Recelving Area Area Stream (outfall (For Description
S |site Water) (sq.miles) | (acres) Monltoring | Recelving
= Only) Water)
. | Primary I7+50 LT WHITE OAK CREEK NO STAGING RECENING 434 293 WARM NA 25 NORTHSIDE OF BRIDGE
2. | Primary 16+80 RT WHITE OAK CREEK NO ST AGING RECENING 434 293 WARM NA 25 SOUTHSIDE OF BRIDGE
The primary site specified should be used as the Initial sampling location. The alternate sampling
sites may be used If additional sampling is required and/or if the primary sampling site s no longer
located within the active phase of consfruction.
%%%%% MONITORING SAMP LING METHODS & P ROCEDURES EROSION, SEDIMENTATION & POLLUTION CONTROL PLAN CHECKLIST I 8 || Yy | 25 BMPsforconcrete washdown of tools, concrete mixer chutes, hoppers and the rear of the vehicles. Washout of the drum
44444 . . . .t s . INFRASTRUCTURE CONSTRUCTION PROJECTS at the consltruction site is prohibited.
See Special Provision 167 and other confract documents for Monitoring Sampling Methods SWCD: CR.130/CAVNON R 257 7] 26. Provide BMPs for the remediation of all petrolewrn spils and leais.
R CAD
and Procedures. Project Name: BRIDGE REPLACEMENT ON CRI30/CANNON RD  Address: 189-9/} | v | 27. Location of Best Managsment Practices that are consistent with and no less stringent than the Manual for Erosion and
City/County: COWETA Date on Plans: ! . - gedam.e:t Co?tl;o! in ?eorg;a. Uste u?iform :j:o.ctj;ng symbols from the Manual, Chapter 6, with legend.
READY MiX CHUTE WASH-DOWN Plan  Included 80 Y . Description of the nature of construction acfivity.
Page # YN TO BE SHOWN ON ES&PC PLAN [ Bol |l v | 28. A dgscription of appro;_:riate controls angi measures that will be irppiement_ed at the construction site including: (1) initial
The washing of ready-mix concrete drums and dump fruck bodies used in the delivery of portiand Ca ity 11 mzzﬁ;ﬁgz Eizohs;?‘r;,gsggzmgg :gmlmr; ;ﬁ;;ggéman Checklist established by the Commission as of January 1 Eﬁg‘;fnt storage requirements and perimeter control BMPs, (2) intermediate grading and drainage BMPs, and (3) final
cement concrete Is prohibited on this sife. In accordance with standard Specification 107 - Legal (The completed Checklist must be submitted with the ESGPC Plan or the Plan will not be reviewed ) [ 801 [x_] 30 Description and chart or timeline of the intended sequence of major activities which disturb soils for the major portions of
Regulations and Responsibilily tfo the Fublic,only the discharge "chute" utilized in por tHand cement 751 7Y ] 2 Levelllcertification number issued by the Commission, signature and seal of the certified design professional. the site (i.e., initial perimeter and sediment storage BMPs, clearing and grubbing activities, excavation activities, ufility
concrete delivery may be rinsed free of fresh concrete remalns.The Confractor shall excavate a pit (Shmatare,soal and Lev;}l Il number must be on each sheet pertaining to ES&PC plan or the acivities, temporery and final stabilzaion) _ |
outside of Sf(]f@ water buffers, ar least 2o 7eel rom ary storm drain and OUfSide of the fravel Way: | | | P 3 Thznn:;en:nd er::::: tu;nber of the 24-hour local contact responsible for erosion, sedimentation and pofiution controls 2 2 > DESCFfplfﬂn o o prectes fhalWIl‘l be U_SGCI " reduc';ethe poluent in stom war dcherass i
inc/uding shoulders. for a wash /Dif area. The ,Dl.f shall be /arge enough fo store all wash-down water 79 Y . . P u - C? conia . p 1on, Sed P n . i 8ol v | 32 D_escnplson ofthemeasgresthatv{ﬂ[ be installed during the construction process to control poliutants in storm water that
without overtopping the pit. Immediately After the wash-down operations are completed and after L 79 | Ly | 4 Providename, address and phone number of primary permitte. Wil occur afte consiructon operations have been completed.
pping piT. . Y . P . . D [ 88 ] [y ] 5 Notetotaland disturbed acreage of the project or phase under construction. 1 79 | | Yy | 33. Design professional's certification statement and signature that the site was visited prior to development of the ES&PC
the wash-down water has soaked into the ground,the pit shall be filled in,and the ground above shall . - S - " . Plan as stated on page 15 of the permit,
pag p
. . V791 v 16 Provideland lot and district numbers for site location. Describe critical areas and any additional measures that will be
be gr aded to maitch the elevation of the surr oundmg areas smoothed out. Alternate wash down p/ans _ utilized for these areas. [791 [y 1 34 Design professional's ceriification statement and signature that the permitiee’s ES&PC Plan provides for an appropriate
must be appr oved by the Pro / ect £ ngineer. F 791 [y 1 7 Provide vicinity map showing site’s refation to surmounding areas. Include designation of specific phase, if necessary. and comprehensive system of BMPs and sampling to mest permit requirements as stated on page 14 of the permit.
_ ' 79488-92] |_y__| 8. Graphicscale and north anow. [ 791 | vy 1 35 Certification statement_and signature of the permittee or.the duly autherized representative as stated in section V.G.2.d. of
Wash-down plans describe pr ocedures that prevent wash down water from enteri ng streams and rivers. [66-62] [y ] 9. Existing and proposed contour lines with contour lines drawn at an interval in accordance with the following: 71 35 ?::;Z::l:n;risf::;; cosffcient or peak discharae flow of the sie prior to and after construction activiies are
Never dispose of wash-down water down a storm drain. Establish a wash-down water pit locafion EX(sing Comtours [ USGS 12000 Topographical Sheets Leglly | % complete. P | P
that includes fh@ fol lowi ng: (1) the pi T s located away from a sform dr al n, stream or river ’ (2) the 2 tis - P'roposed Contours:}1 :4-00'-Centerjl|ne Proﬁl? " i 8011 y | 37 Indication that non-exempt activities shall not be conducted within the 25 or 50-foot undisturbed stream buffers as
accessible to the vehicle being used for wash-down,(3) the pit has enough volume for wash-down wafer, [ 81y |10 De[!neat!on andacreageofcontnbutmg drainage basins on the pro;es:t‘sﬂe. o measured from the point of wrested vegetation without first acquiring the necessary variances and permits.
and (4) make sure you have permission to use the area for wash-down. On some sites,you may not have 7988-92] [y 1 11. Detineation of on-site weffands and all state waters located on and within 200 feet of the project site. [C80] [ Y] 38. Indication that the design professional who prepared the ES&PC Plan is to inspect the installation of the initial sediment
,DEI'IT)f ssion or access to a location which allows for a wash-down fo. In those cases, the Contractor may 798890921 | Y | 12 De!iqeation ohf tr}fe aptpllicame 2A5-fgo!’or Sg;foo} undistur%eg t'{uffers acliljacent to;tate »:aters and any additional buffers slorage requirements and perimeter control BMPs within 7 days after installation.
have fo wash-down Into a wheelbarrow or other container and carry the container for transport to a proper required by the Local Issuing Authority. Clearly note and delineate all areas of impact 801 [ v 1 39 Indicationthat amendmentsirevisions to the ES&PC Plan which have a significant effect on BMPs with a hydraulic
. . . 7 . . / /yB i Envi fal 5 ‘ot prop Loz r |18 D_elineate all sampling locations, perennial and intermittent streams and other water bodies into which storm water is component must be certified by the design professional,
deIfDOSG/ /‘5["}‘ e. Of' additional | ﬂfO{’me fon,refer to the Georgi G" Small Business Environmental Assistance d'SChargefj' . . o _ _ ‘ ' ‘ [80] [y ] 40. Indication that waste materials shal not be discharged to waters of the State, except as authorized by a Section 404
ograms A Guide for Ready Mix Chute/ HO,DDS‘I' Wash-down. 881 [y 1 14 Storm-drain pipe and weir velocities with appropriate outlet protection to accommodate discharges without erosion. permit,
| ! Identify/Delineate all storm water discharge points. T80 1 [ v | 41 Documentation that the ES&PC Plan is in compliance with waste disposal, sanitary sewer, or septic tank regulations during
g0l !l v 15. Soil series for the project site and their delineation, and after construction activities have been completed.
STORM DRAIN OUTLET FPROTECTION | i [y | 16. Identify the projeqt receiving waters and describe all adjacent areas including streams, lakes, residential areas, i 801 | vy | 42. Provide complete requirements of inspections and record keeping by the primary permittee.
E E | | Do zetlands,!etc;-whtcl}n?;y b:. T:Fte:' t o 10 0 ot Siream S et - 801 [ ¥ | 43. Provide complete requirements of sampling frequency and reporting of sampling results.
N/ . Any construction activity which discharges storm water into an impaired Stream Segment, or within 1 linear mile upstream : : . .
27308 a E H g_ ﬁ % E b E E H of and within the same watershed as, any portion of an Biota Impaired Stream Segment must comply with Part lll. C. of the Le 1Ly |4 P“’"“fe .complete de}alls for retention of records as per Part V.F. of the permit )
bl bt H & 8 X B > Permit. Include the completed Appendix 1 listing all the BMPs that will be used for those areas of the site which discharge [ 8 | [y | 45 Description of analytical methods o be used to collect and analyze the samples from each location.
eSS E: » @ g E g E % Q S to the impaired Stream Segment. | I [ N/A | 46. Appendix B rationale for outfall sampling points where applicable.
I(T) Hf = ] g E % | | [ #/A] 18. If a TMDL Implementation Plan for sediment has been finalized for the Impaired Stream Segment (identified in item 18 [ 8o | [ ¥y | 47. Cleary note statement in bold letters- "The escape of sediment from the site shall be prevented by the
K = o above) at teast six months prior to submittal of NOI, the ES&PC Plan must address any site-specific conditions or instalfation of erosion and sediment contro! measures and practices prior to, or concurrent with, land
id reguirements included in the TMDL Implementation Plan. disturbing activities."
14+50 RT 53 1.5 N/A 3.64 3.22 N/A 9 4.5 10.5 0.2 12 b 881 [ vy 1 19. Delineate on-site drainage and off-site watersheds using USGS 1" : 2000' topographical sheets. I 80| | vy | 48 Cleary note maintenance statement in bold lefters - "Erosion contro! measures will be maintained at all times. If
19+88 LT 63 4 MN/A 15.37 2.33 N/A 13 7 15 0.2 12 l 79 I [ Y I 20. Initial date of the Plan and the dates of any revisions made to the Plan inc]uding the emity who requested the revisions. full itnplementalion of the appI'OVEd plan doss no.t prOVide for effective erosion CO"trO', additional
189-9/1 |y | 21. Thelimits of disturbance for each phase of construction. erosion and sediment control measures shall be implemented to control or treat the sediment source.”
ALTERNATE BMF'S L. 801 [ Y | 22 Providea minimt_Jm of 67 cubic yards of sediment storage per acre drained using a ten_morary seqiment bgsin, L8]l y |4 g;za!r I};; 212;;?::?;%”;&Eﬁlgrli:,e“rz;mﬁi:ﬁ:?fd area loft exposed for a period greater than 14 days
retrofiled detention pond, andfor excavated inlet sediment traps for each commeon drainage location. Sediment storage 557 50. Provide detalled drawings for all stuctual praci Soecifcal \ at & miri the atidel orth i
’ . . volume must be in place prior to and during all land disturbance activities until fina! stabilization of the site has been [93-97] | Y | 50. Provide detaile rawings lor all structura: praclices. peciiications must, al a minimum, meet (ne guidelings setiorn in
No alternate BMP’s are used on this project. achieved, A written rationale explaining the decision to use equivalent controls when a sediment basin is not attainable the Manua! for Erosion and Sediment Control in Georgia.
must be included in the plan for each common drainage location in which a sediment basin is not provided. Worksheets 8o ] [Y_] 51 Provide vegstative plan, noting all temporary and permanent vegetative practices. Include species, planting dates and
from the Manual must be included for structural BMPs and all calculations used by the design professional to obtain the seeding, fertilizer, fime and mulching rates. Vegetalive plan shall be site specific for appropriate time of year that seeding
RETENTION OF RECORDS required sediment storage when using equivalent controls. will take place and for the appropriate geographic regton of Georgia.
[8295] [ _y_ ] 23. Useofallemative BMPs whose performance has been documented to be equivalent to or superior to conventional BMPs
The Department will retain records in accordance with Part V.F of General Permit GARIOOOOZ. okl b)y st roer o e Almative BV Guidanos Doc mentound o wms g,
ommission). Please refer to the Altemative uidance Document found at www.gaswec.org.
I 801 [ y | 24. BestManagement Practices to minimize off-site vehicle tracking of sediments and the generation of dust.

$REFASS
SREFQ4s
$REF@3s%

GPLN

SREF22%
$REF31S

Drawing Copyright @ 2009

270 Peachiree St. NW, Suite 1500 - Atlanta, GA 30303-1283
Main: (678) 954-5000 « www.chacompanles.com

REVISION DATES

GEORG/I A

9-11-09

DEPARTMENT OF TRANSPORTAT /ON

ESPC GENERAL NOTES

DRAWING No.

CANNON ROAD OVER

021-02

WHITE OAK CREEK




